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United States Environmental Protection Agency (EPA)
5 9 % Region 2
» 3 290 Broadway
/} 4 e ,.“ New York, NY 10007-1866 I
9\ ry o Underground Storage Tank (UST) Inspection fflorm
2 agnt - i
INSPECTOR NAME(S): o LFE LA DATE; OS/1g 1S
SIC CODE: ICIS ##:
I. Location of Tank(s) o Tribal I1. Ownership of Tank(sL o same as location (1.)
Facility Name Owner Name )
ST T 34y (To NT Svsyeg | ca Xl
Street Address Street Address )
] ST. GenlGE AVE WIERT S MM [STiLsss
City State Zip Code Chy 2 State Zip Code
LMD oy ola3e New v oy |2S G
County County
UNvo P
Phone Number - Fax Number Phone Number Fax Number
(Jo8) yse-1127 {\gqu 25c ~alich.
CoimctPcrson(s) € NV, Coam 2. Contact Person(s) R Qh Q_;_G-,_\, f— o©
SNGEAR AMADSL pe. st SeesTT  PAs (L
ITA. Ownership of Other Facilities
aDo you own other UST Facilities ¥g9/ No
If Yes, How many Facilities 219 How many USTs S
III. Notification NT g va

o Notification to unplement ency; name
State Facility ID # (g é QLC

IV. Financial Responsibility

o To your knowledge, are there any public or private Drinking Water Wells in the vicinity ?  Yes/ Q"c

. vl |

o State Fund 0 Private Insurance: Insurer/Policy #

o Guarantee 0 Surety Bond o Letter of Credit

0 Local Government o Self Insured @ Not Required (Federal & State government, hgzardops substance USTs)
V. Release History NAz™

a Evidence of release or spills at facility o Greater than 25 gallons (estimate)
0 Releases reported to implementing agency; if so, date(s) [280.53]
o Release confirmed; when and how

o Initial abatement measures and site characterization o Free product removal
o Soil or ground water contamination o Corrective action plan submitted
O Remediation ongoing o Remediation completed, no further actipn; date(s)
Notes:
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V1. Tank Information Tank No.

»..\\
[\}

5
U

Tank presently in use

il

If not, date last used (see Section XII)

If empty, verify 1" or less left (see Section XI1I)

Capacity of Tank (gal)

IQ/DOO D

Qoo G

Substance Stored

Ree GAS 4—

Pe GAS

M/Y Tank Tastalled) Upgraded

C)L/So

Tank Construction :

Bare steel, Sti-P3, Retrofitted sacrificial anode,
Impressed Current, Composite, FRP, Interior lining,
Vaulted. Double-walled (DW)

F&Q —t

Spill Prevention

g x_)\LL.

R v ciee]

r ————

Overfill Prevention (specify type)

\3,;\.Lt—

FLoAs V)

LLv<g —>

Special Configuration:
Compartmentalized . Manifolded

LY

VII. Piping Information

 Piping Tvpe : Pressure, Suction

Psss

LRI

Piping Construction:
Bare steel, Sacrificial Anode, Impressed Current, Flex,
FRP, Double-walled (DW)

Tank and Piping Notes: d

VI, Cathedic Protection

-

NA S

Integrity Assessment conducted prior to upgrade

taciar Liiag:

Interjor lining inspected

i
;

Impressed Current CP Test records

Rectifier inspection records

CP test records

Soucifical docde

P A

”~

CP Notes: ~

Page20of7
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Tank No.

IX. UST system used solely by Emergency
Power Generator

X. Release Detection N/A o

NS

TLank RD Methods | ATG

Interstitial Monitoring

Groundwater Monitoring

Vapor Monitoring

Inventory Control w/ TTT

Manual Tank Gauging

Manual Tank Gauging w/ TTT

SIR

v

L2 Months  (Must Make Available Last 12 Months
nggag Recgrg For Compliance)

\gg —

Tank RD Notes: (State What Months Records Were Available, Describe Any Failures and Describe What Investigation O¢gurred D:l:c to Failure)
T KEviewsty TV e Yisveaos PR 4 S Fl [\ S S STV &
csSLy  RedoeTs
, a h Prted T
TAASIC PR TSR T Sai \
{‘/5—%,0 ¢ K (Lo SN
Pressurized Piping RD Methods N/Ag
[nterstitial Monitoring
Groundwater Monitoring
Vapor Monitoring
SIR
12 Months
Monitoring Records
Js. G Annual Line Tightness Test
(S W ‘/I $S 3
ATTD Present
= Nes 5
Annual Test %
¢S ?
w—
Piping RD Notes: (éta!: What Months Records Were Availablc, Describe Any Failures and Describe What lavestigation Qécurred Due to Failure)
T Eaditwesd PLesed e ue A0 LeNC [PeTTers (L TET
RSeSuvrIl o,
. . s 2 .
TS MBS > s3las5 /it ano| tq/otr
Page 307 IntDate ) b 4pS/ <Rl 5 11/04/2010
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XI. Repairs NAZ

Repaired tanks and piping are tightness tested within 30 days of repair completion
CP systems are tested/inspected within 6 months of repair of any cathodically protected UST’system

Records of repairs are maintained

Yo No Unknowno
Yo Ng Unknowno

Yo No Unknowno

e e cma e

XTI, Temporary Closure NAZ"

CP continues to be maintained
UST system contains product and release detection is performed

Cap and secure all lines, pumps, manways

Yo No Unknownno

Yo No Unknownao

Yo No Unknowno

”
7

Notes: /

Page 4 of 7
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THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGION 2 UST

. PROGRAM
#4® ™, Underground Storage Tank Team Facility Namd| S 7% © 347>
4 Q T Tk, N Seps-e Address 3 57| cedle £ aAve w3, LUOSN
- » =
3 USTReg# || _NJ co8ccv

Inspector Observation Report
inspection of Underground Storage Tanks (USTs)

= Na viclations observed at the conclusion of this inspection.
o The above named facility was inspectsd by a duly authorized ropremhﬁndEPARagionZWﬁnMgaremeimctor's
observations and/or recommendad corraclive action(s):
Potential Violations Cbserved:
Reguiatory Citation Viclation Description
§
§
§
§
§
§
§
§
Actions Takem:
o Fleld Citation; # o Additional information required o On-sits request/Due date !
Comments/Recommendations: !
Name of Owner/Operator Reprasentative: Name of EPA I

NeFFRLe || QYaiic

- {Piease print)

\\1,2‘,2;,;,,.\‘, < ‘%aw—u

1 UV (sighature)

{Credential Number)

-

' r b5 -
Date of Inspection 0S/(3/¢5  npe 3= (ubm

A\ -
VYRS =
Page 50t 7 nitDate < ‘d OSIA /13 05/02/2014




SITE DRAWING
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Required Fields to be used for ICIS Only

Activity: UST Inspection

In ion lusion Data Sh

1) Did you observe deficiencies (preferred violations) during the on-site inspection? N>
Deficiencies observed: (Put an X for each observed deficiency)

____ Potential failure to complete or submit a notification, report, certification, or manifest
___Potential failure to follow or develop a required management practice or procedure
____Potential failure to maintain a record or failure to disclose a document

____Potential failure to maintain/inspect/repair meters, sensors, and recording equipment

____ Potential failure to report reguiated events, such as spills, accidents, etc.

2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the i

3) Did you observe the Facility take any actions during the inspection to address the deficief]

if yes, what actions were taken?

4) Did you provide general Compliance Assistance in accordance with the policy on the roje of

In providing Compiiance Assistance during inspections? ¥e8y No

5) Did you provide site-specific Compliance Assistance in accordance with the policy on the

providing Compliance Assistance during the inspection? @I No

Page 7 of 7 init/Date _\/ '
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Nspection? Yes / No

noted? Yes / No

the EPA Inspector

of the EPA Inspector in

1104/2010



Release Prevention Compliance Measures Matrix

9/30/03

m*
Regulatory Subject Area Measure # SOC Measure / Federal Citation In Compliance? ]
" NAL Y N
1. Spill Prevention 1 Spil! prevention device is present and functional, [280.20(c)(1)(i), 280.21(d)] 7 ]
%
IL. Overfill Prevention 2 Overfill prevention device is present and operational. [280.20(c)(1)(ii), 280.21(d)] "
3 Automatic shutoff is operational (ie., device not tampered with or inoperable )
1280.20(c)(1)(i)(A), 280.21(cd)]
[ Alarm is operational, [280.20(c)(1) (ii}(B), 280.21(d)]
] Alarm is audible or visible to delivery driver. [280.20(c)(1) (ii)(B), 280.21(d)]
P
ﬁ Ball float is operational. [280.20(c)(1)(ii)(B), 280.21(d)]
111 a. Operation and 3 Repaired tanks and piping were tightuness tested within 30 days of repair completion (not
Maintenance required w/internal inspections or if monthly monitoring is in use). [280.33(d)] Vs
I b. Operation and 4 CP systems were tested/inspected within 6 months of repair of any cathodically protected UST y
Maintenance of system. [280.33(e)] v’
Corrosion Protection
5 Corrosion protection system is properly operated and maintained to provide continuous Vs
protection, [280.31(a)(b), 280.70(a)| b
[ UST system (Choose one)
() UST in operation
[ UST in temporary closure
L) CP System is properly operated and maintained
[J CP system is performing adequately based on results of testing. [280.31(b)]; - or -
[ CP system tested within required period and operator is conducting or has completed
appropriate repair in response to test results reflecting CP system not providing
adequate protection,
" -
1of2



Release Prevention Compliance Measures Matrix

280.20(a)(3), 280.20(2)(5), 280.20(b)(1), 280.20(b)(4)]

Q2 Records are available to document that CP is not necessary. [280.20(a)(4)(ii),
280.20(b)(3)(i)]

For eilsﬁng USTs - tanks and piping installed on or before 12/22/88 [280.21(h), 280.21(c)]: (I
Tank and piping meet new UST requirements [280.21¢a)(1)]
2 Steel tank is internally lined. [280.21 (b)]

{1 Metal tank and piping are cathodically protected. [280.21(b)(2), 280.21(c)]

Regulatory Subject Area SOC Messure / Federal Citation In Complisnce?
NA| Y N
111 b, Operation and 6 UST systems with impressed current cathodic protection are inspected every 60 days. [280.31(c)] /S
Maintenance of 2
Corrosion Protection 7 Lined tanks are inspected periodically and lining is in compliance. [280.21(b)(1)(ii)}
(Continved) >
. Tank and Piping 8 Buried metal tank and piping (which includ’ﬂlﬂg&»mnncﬁousrem}mwﬁtﬁ =
X Corrosion Protection izmom,-zaorzom,-mmsrm.me)] ¥ i
0 Buried metal piping components (such as swing joints, flex-connector, etc.) are isolated from
the soil or eathodically protected,
R For new USTs - tanks and piping installed after 12/22/88 [280.20(a), 280.20(b)]: e —
) { R8T
2 Steel tank or piping is coated with suitable dielectric material and cathodically protected. WAFE
[280.20(a)(2), 280.20(b)(2)] pt
LSTED AS
(4 Tank is fiberglass, clad, or jacketed and piping is fiberglass or flexible plastic. [280.20(a)(1), fax! / Ro

S
P —
= eam————
[

Notes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Prevention Compliance Measures. In
order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03
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Release Detection Compliance Measures Matrix

Instructions - To Determine Compliance Status of Measures #1-7,

Work Through the Worksheet “Commonly Used Release Detection Methods ” Below.

1 Inventory control is conducted properly.
@ T.T.T. performed as required (See “D” below).

day and reconciled as required. [280.43(a)(1), 280.43(a)(3)]
O Equipment is capable of 1/8-inch measurement. [280.43(a)(2)]

o

[2R0.43(a)(5)]
[ Water is monitored at least monthly. [280.43(a)(6)]

O Inventory volume measurements for inputs, withdrawals, and remaining amounts are recorded each operating

Product dispensing is metered and recorded within local standards for meter calibration to required accuracy.

Reg'l.tory Subject Ares Measure SOC Measure/ Federal Citation | lq it ?
, ¥ NA | Y N
1. Release Detection Method 1 Release detection method is present. [280.40(a)] o
Presence and Performance 2 Release detection system is operating properly (i.e., able to detect a release from any portion
Requirements of the system that routinely contains product). [(280.40(a)(1)] v
3 Release detection system meets the performance standards at 280.43 or 280.44,
[(280.40(a)(3)] v’
A ing agency has been notified of suspected se gs required, [(280.40(b)} v
(J Non-passing results reported and resolved in accordance with implementing agency’s
directions. [280.40(b)|
Il. Release Detection Testing 5 Tanks and piping are monitored monthly for releases and records are available (must have
vecords for the two most recent consecutive months and for 8 months of the last 12 months). d
[280.41(a), and 280.45(b)}
111, Hiazardous Substance UST 6 Hazardous substance UST system leak detection meets the requirements (i.e., either
Systems secondarily contained or otherwise approved by the implementing agency). [280.42(b)] v
1V. Tefmporary Closure 7 Release detection requirements are complied with (i.e., method present, operational,
releases investigated and reported as required) for UST systems containing product. o
]280.70(a)]
Worksheet - Commonly Used Release Detection Methods
Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Choose one) (Choose Twa) Pipe
g -1 - oo p
U A. Inventory Control with Tank Tightness Testing (T.T.T)

9/30/02
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

Tank

(Choase one)

Pressurize

d Pipe
{Choose Twe)

Non-exempt
Suction
Pipe

s

|

F !
Release Detection Method

T AP
B. Auntomatic Tank Gauge (ATG)

@a ";\_TG is set up properly. [280.40(a)(2)]

o ATG can detect a 0.2 pal/hr leak rate from any portion of the tank routinely containing product. [280.43(d)(1)] O
ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]

C. Manual Tank Gaunging (MTG)
O Tank size is appropriate for using MTG. [280.43(b)(5)]
Q  Tanks 1001 gals (as per EPA memo) and preater restricted to use with T.T.T. (Sce “D” below)
Method is being conducted correctly. [280.43(b)(4)]
0 No liquid was added to or taken out of the tank during the test. [280.43(b)(1)] @
Equipment is capable of 1/8-inch measurement. [280.43(b)3)]

D. Tightness Testing (Safe Suction piping does not require testing)

Q Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product. .
_[280.43(c)]

of Tightness testing is conducted within specified time frames for method:
O Tapks - every 5 years [280.41(a)(1)]
@ Pressurized Piping - annually [280.41(b)(1)(ii)]
O Non-exempt suction piping - every 3 years [280.41(b)(2)}
O Tightness testing is conducted following manufacturer’s instructions. [280.40(a)(3)]

E. Ground Water or Vapor Monitoring '
QO Ground water in the monitoring well is never more than 20 feet from the ground surface, [280.43(f)(2)] 0
Vapor monitoring well is not affected by high ground water. (280.43(eX3)]
Q Site assessment has been done for vapor or ground water monitoring. [280.43(e)(6), 280.43(f)(7)] ©
Wells are properly designed and positioned. [280.43(c)(6), 280.43(f)(7)]

F. Interstitial Monitoring
Q Secondary containment can be used to detect a release [280.43(g)(1)], 280.43(gX2)]
Q Sensor properly positioned. [280.40(a)(2)]

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

M e
[ Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
{Chaose ane) {Choone Twa) Plpe
i L (Choase one)
Ej G, Automatic Line Leak Detector (ALLD) SLLD
KﬁLLD is present and operational. [280.44(a)]
O Annual function test of the ALLD has been conducted and records are available. [280.44(a)}
0 Q Q

H. Other Methods [e.g., Statistical Inventory Reconciliation (S.1.R.)]

@ The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet the 95/5 requirement
[280.43(h)(1)}; or

[ The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank
gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complies with any
conditions imposed by agency. [280.43(h)(2)]

O S.LR. - Results are received within time frame established by implementing agency. [280.41(a) & 280.43(h)]

:_M——l

Notes: N/A - Indicates that the measure is not applicable.

Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Detection Compliance

Measures.

In order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03
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".Q 5’4 .
United States Environmental Protection Agency (EPA)
9 R
3 3 290 Broadway
‘: w Py New York, NY 10007-1866
” T Underground Storage Tank (UST) Inspection Form
‘i
1 oy \2 ;“",‘ Q 1 “X’" 3 J 0 :\5?2—'
INSPECTOR NAME(S): =A% e T B DA {4 4
SICCODE: __ ICIS #:
I. Location of Tank(s) o Tribal I1. Ownership of Tank(s) i same as location (1.)
Facility Name ) - Owner Name } o
NT opdeldly copld T3% 70 NT Saeacs | cod
Street Address Street Address
“‘:; b J LfAZJ (L(; 2 \».\,J:;_(‘.E b WS T Sj L i\{ "\.TQ S T;v—z,;ﬁ
City State Zip Code City Si Zip Code
= . — A F oo 1 ) —_— » et ]
Linvdeny N o236 Nass ¢ATZ || N jLsel
County County }
UM e UNION
Phone Number Fax Number Phonc Numbcr Fax Number
S4s) 254 ~vifk 2
Contact Person(s) S0V, Com e, Contact Pcrson(s) D g e b
sOGAE /Y MARG sk/ SPeAcsT s TT ParR\JeEr AL s
HA. Ownership of Other Facilities
aDo you own other UST Facilitim\_l{g;l No
If Yes, How many Facilities = “7 How many USTs FH~
; " A AN G o e nog
II. Notification o B i 5y RGN
o Notification to unplementmg agency; name NG Pl s e VR i |y )
~ State Facility ID # DOF L4 ¢ - >
IV. Financial Responsibility /7175  sos—ulal 'y jJioilucy <o,
o State Fund 0 Private Insurance: Insurer/Policy # ST P34 -+235
o Guarantee 0 Surety Bond a Letter of Credit
o Local Government O Self Insured o Not Required (Federal & State government, ha:nardoﬁs substance USTs)

V. Release History NAg’

o To your knowledge, are there any public or private Drinking Water Wells in the vicinity ?

Yes/NoY

o Evidence of release or spills at facility

O Releases reported to implementing agency; if so, date(s)
o Release confirmed; when and how

o Greater than 25 gallons (estimate)
1280.53]

o Free product removal
o Corrective action plan submitted
o Remediation completed, no further a

o Initial abatement measures and site characterization
o Soil or ground water contamination
O Remediation ongoing

n; dafegs)

Notes: -

I |

Page10of7 IniYDate
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OB ety

VL. Tank Information Tank No. B o
Tank presently in use AT s
If not, date last used (see Section XII) 20 LN b aemssenil NNREs
If empty, verify 1" or less left (see Section X11) Ne — -
Capacity of Tank (gal) J3 a0 & | 808 G
Substance Stored CASS LY e — 3
M/Y Tank installeg Upgraded oijac o p—
Tank Construction : £
Bare steel, Sti-P3, Retrofitted sacrificial anode, i ,"iﬁ' op
Impressed Current, Composite, FRP, Interior lining,
Vauited. Double-walled (DW)
Spill Prevention SPtel gYUSETT e p
. #
Overfill Prevention (specify type) o e N I S —
Special Configuration; No 41— ——3
Cogmmemalized , Manifolded
VIL. Piping Information
Piping Tvpe - Pressure, Suction ;’J! Lijuls —p——
Piping Construction: 2R | "I (R A —— -
Bare steel, Sacrificial Anode, Impressed Current, Flex, t
FRP, Double-walled (DW)
Tank and Piping Notes: _
3o J e~ iAo S 2L A g Plradte uria ~ pvaU.C (54
,“,dfﬂ/‘ﬂm ?/ 2T A eV A0 b Bt S \
ADRES i\ (L8 A NG )

i o . > —~ P 2GE /
afisT2 ovigiSbe (lagenGer

Viii. Cathodic Protection T NAw@

Integrity Assessment conducted prior to upgrade

| [nterior Lining: Interior lining inspected

Impressed Current. | CP Test records

Rectifier inspection records

| Sifealiode, CP st revords ~

CP Notes:

Page 2 of 7 Init/Date - bt L R 11/04/2010



=1 =5 1=
Tank No. = E | 2
IX. UST system used solely by Emergency N L N
Power Generator
X. Release Detection N/Ao ™
e 5
Tank RD Methods | ATG P2
Interstitial Monitoring
Groundwater Monitoring
Vapor Monitoring
Inventory Control w/ TTT
Manual Tank Gauging :
Manual Tank Gauging w/ TTT
SIR
%
12 Months — (Must Make Available Last 12 Months s 44—
L Aoliorig Recgrds For Compliance)

Tank RD Notes: (State What Months Records Were Available, Describe Any Failures and Describe What Investigation Qccurred

Due to Failure)
s i TR el ASs. Peimcato™ RS o TS
-y Dall ==., La D
NN orv 2R Al
SN feydatd AL sV TR Sl e g
Pressurized Piping RD Methods N/Ao
Interstitial Monitoring
Groundwater Monitoring
Vapor Monitoring
‘ SIR
12 Months
Monitoring Records
Annual Line Tightness Test
ALLD Present E !
¢ J | S—— A 9
Annual Test
=
ﬁpmg RD Notes: {State What Months Records Were Available, Describe Any Failures and Describe What Investigation [(Bccurred Due to Faifure)
S MG AL NT L aAe. BRTRAIDAL s~ [lalivay Jpd |l E o=
I | eI E
(BH T Ll 5w > T ppa TSRO SETY
bV AL 2 Crvend = Qv o 1
A ¥ 4
Page 30f 7 InitDate <. -+ —* - 11/04/2010




P T

NA#

XI. Repairs
Repaired tanks and piping are tightness tested within 30 days of repair completion Yo No Unknowno
CP systems are tested/inspected within 6 months of repair of #ny cathodically protected UST system Yo No Unknowno
Records of repairs are maintained Yo No Unknowno
—_—————————— S
XII. Temporary Closure N/Ao
CP continues to be maintained - Yo No Unknewno 3 MUA,
UST system contains product and release detection is performed Yo N Unknewno
Cap and secure all lines, pumps, manways Yo No UnknewnOo
. P il ¥ = . :’A. a ) € ""1‘
NORS QJ A LoV AS I "Ly bl haid J u —
N & Qo
5 o < / _— s e oy, 2= - <% D =
T M= Lon- Tl JNH g A T TES) gl - &4
es TN L 13 ¢3S =
.,;’/;“-/} I’S()\‘
Page 4 of 7 Init/Date T 11/04/2010




THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGION 2 UST

. PROGRAM
e ., Ground Water Compliance Section
< :9 ‘.~ New York, NY 10007-1866
S A :
= . . ;w .'. ?;‘

2

3y ppprtt

Inspector Observation Report
Inspection of Underground Storage Tanks (USTs)

o No violations observed at the conclusion of this inspection.

o The above named facility was inspected by a duly authorized representative of EPA Region 2, and the
observations and/or recommended corrective action(s):

following are the inspector's

Violations Observed:

Regulatory Citation Violation Descrlﬁﬂon

§ 2,30 . 1Ca) FAILUIE. T8 CowTiMus o FefaToN AN MadTenNAnce  of

§ Rerinsa PETZemols 0 4 Timlo ALY  cubisd TANIE SYSTEm
§

§ 230.21 @) Fricoils T Fieovi0y sven AL flavemiia  (lisThom SR AW
§ A ATAS TANLS SN ST A

§

§

§

Actions Taken:

o Field Citation; # o Additional information required o On-site request/Due date

Comments/Recommendations:

— Mo 7 sTob A TAK il LTE ARIFASE PDEITRCTIAN ReaolTT
/‘)",'{L{/'—t/.fiu r%‘v~'—\w‘-‘i" P N M EeE ¢ 22V ~ T ‘_:‘:”;‘"’O';—'qq;.{
e Rl 4 RYTY
\ ABAMID SN
¢ 2 4l = " o P | E s oie D -~ (47 ., o = - -
e VD VaimlocATN SV Ol T S euviaLy SY TS
Name of Owner/Operator Representative: Name of EPA Inspector/representativp
\ & Py
{ = 21 4 . ~ T
;’; / 7/ /' ;1. L, 3 Q(\L\T h— € o > ('\“
e C Y S 2 e
7 /(Ffoase print) . {Please| print)
P
¥ =
(Signﬁ' ure) I \{Signdture)
Other Particigants:
(Credential Number)
¢ I 2 &y g & .
Date of Inspection - . & ~, , - |Time| .’ ~. AM/PM
y /7 7 fo
Page 5 of 7 mitDate<d =3 |{</ 3B/ 11/04/2010




SITE DRAWING
oATE: _£0/53/¢ . TEONSITE: $120 AM  TiE OFF STE: S 5T/
WEATHER: GoS = « oV Lissis”
ENVIRONMENTALLY SENSITIVEAREA: Yo No~
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Required Fields to be used for ICIS Only
Compliance Monitoring
Acitivity: UST Inspection ’
Inspection Conclusion Data Sheet
1) Did you observe deficiencies (preferred violations) during the on-site inspection? Y SS
Deficiencies observed: (Put an X for each observed deficiency)
___ Potential failure to complete or submit a notification, report, certification, or manifest
_X Potential failure to follow or develop a required management practice or procedure
¥ Potential failure to maintain a record or failure to disclose a document
_x_Potential failure to maintain/inspect/repair meters, sensors, and recording equipment
____Potential failure to report regulated events, such as spills, accidents, etc.
2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the inspection? @No
3) Did you observe the Facility take any actions durir_mg the inspection to address the deficiefcies noted »_Y:_;/s‘\l No _

' (D) tiree ol AAD sudlyaec fiuﬁmd ARVAS e T

If yes, what actions were taken?N“o Wiee SmdTY TANKS A% lemy sPATaN ASAL '1

4) Did you provide general Compliance Assistance in accdorgance with the policy on the rolé¢

In providing Compliance Assistance during Inspections? (" Yes/ No

5) Did you provide site-specific Compliance Assistance in
providing Compliance Assistance during the inspection?

ordance with the policy on the
/I No

A
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Release Prevention Compliance Measures Matrix

Regulatory Subject Area Measure # SOC Measure / Federal Citation In Compliance?
NAIL Y N
1. Spill Prevention 1 Spill prevention device is present and functional, [280.20(c)(1)(i), 280.21(d)] v,-“’
II. Overfill Prevention 2 Overfill prevention device is present and operational. [280.20(c)(1)(ii), 280.21(d)] v
(3 Automatic shutoff is operational (ie., device not tampered with or inoperable )
[280.20(c)(1)(ii)(A), 280.21(d)]
» [ Alarm is operational. [280.20(c)(1) (ii)(B), 280.21(d)]
(J Alarm is audible or visible to delivery driver. [280.20(c)(1) (ii)(B), 280.21(d)]
0] Ball float is operational. [280.20(c)(1)(ii)(B), 280.21(d)]
Il a. Operation and 3 Repaired tanks and piping were tightness tested within 30 days of repair completion (not
Maintenance required w/internal inspections or if monthly monitoring is in use). [280.33(d)] v
I b. Operation and 4 CP systems were tested/inspected within 6 months of repair of any cathodically protected UST
Maintenance of system. [280.33(¢)] v
Corrosion Protection
5 Corrosion protection system is properly operated and maintained to provide continuous
protection, [280.31(a)(b), 280.70(a)]| *
[J UST system (Choose one)
[ UST in operation
O UST in temporary closure
Qcr System is properly operated and maintained
Qce system is performing adequately based on results of testing, [280.31(b)]; - or -
[ CP system tested within required period and operator Is conducting or has completed
appropriate repair in response to test results reflecting CP system not providing
adequate protection.
9/30/03 1of2




Release Detection Compliance Measures Matrix

Instructions - To Determine Compliance Status of Measures #1-7,

Work Through the Worksheet “Commonly Used Release Detection Methods” Below.

Regulatory Subject Area Measute SOC Measure/ Federal Citation In nce?
# N/A Y N
P I. Release Detection Method 1 Release detection method is present. [280.40(a)] ‘//
b Presence and Performance 2 Release detection system is operating properly (i.e., able to detect a release from any portion
\ Requirements of the system that routinely contains product). [(280.40(a)(1)] Vv
3 Release detection system meets the performance standards at 280.43 or 280.44,
[(280.40(a)(3)] -
4 Implementing agency has been notified of suspected release as required. [(280.40(b)] /
a Non-passing results reported and resolved in accordance with implementing agency’s
directions. [280.40(b)]
II. Release Detection Testing 5 Tanks and piping are monitored monthly for releases and records are available (must have
records for the two most recent consecutive months and for 8 months of the last 12 months). /
[280.41(a), and 280.45(b)] il
ITI. Hazardous Substance UST 6 Hazardous substance UST system leak detection meets the requirements (i.e., either
Systems secondarily contained or otherwise approved by the implementing agency). [280.42(b)] \//
IV. Temporary Closure 7 Release detection requirements are complied with (i.e., method present, operational,
releases investigated and reported as required) for UST systems containing product. v
[280.70(a)]
Worksheet - Commonly Used Release Detection Methods
Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Choose one) {Choose Two) Pipe
(%om!
a A. Inventory Control with Tank Tightness Testing (T.T.T)

O Inventory control is conducted properly.
Q T.T.T. performed as required (See “D” below).

day and reconciled as required. [280.43(a)(1), 280.43(a)(3)]
O Equipment is capable of 1/8-inch measurement. [280.43(a)(2)]

[280.43(a)(5)]
O Water is monitored at least monthly. [280.43(a)(6)]

Q Inventory volume measurements for inputs, withdrawals, and remaining amounts are recorded cach operating

Q Product dispensing is metered and recorded within local standards for meter calibration to required accuracy.,

9/30/03
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Release Prevention Compliance Measures Matrix

|

Regulatory Subject Areéa Measare # .. S0C Measure / Federal Citation In Comi)linnce?
NAL Y N
N1 b. Operation and 6 UST systems with impressed current cathodic protection are inspected every 60 days. [280.31(c)] S
Maintenance of o
Corrosion Protection 7 Lined tanks are inspected periodically and lining is in compliance. [280.21(b)(1)(ii)]
(Continued) v
IV. Tank and Piping 8 Buried metal tank and piping (which includes fittings, connections, etc.) is corrosion protected.

Corrosion Protection

[280.20(a), 280.20(b), 280.21(b), 280.21(c)]

) Buried metal piping components (such as swing joints, flex-conneetor, etc.) are isolated from
the soil or cathodically protected.

For new USTs - tanks and piping installed after 12/22/88 [280.20(a), 280.20(b)]:

(] Steel tank or piping is coated with suitable dielectric material and cathodically protected.
[280.20(2)(2), 280.20(b)(2)]

D/Tank is fiberglass, clad, or jacketed and piping is fiberglass or flexible plastic. [280.20(a)(1),

280.20(a)(3), 280.20(a)(5), 280.20(b)(1), 280.20(b)(4)] q,\, M oLl T BATE

] Records are available to document that CP is not necessary. [280.20(a)(4)(ii),
280.20(b)(3)(i)]

For existing USTs - tanks and piping installed on or before 12/22/88 [280.21(b), 280.21(c)]: a
Tank and piping meet new UST requirements [280.21(a)(1)]
[ Steel tank is internally lined. [280.21 (b)]

[ Metal tank and piping are cathodically protected. [280.21(b)(2), 280.21(c))

3

Qa/%&). /

Notes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Prevention Compliance Measures. In
order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03
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‘Release Detection Compliance Measures Matrix

Worisheet (Continued) - Commonly Used Release Detection Methods

Tank Pressurize

d Pipe
{Choose onc) {Choose Two)

¢ w— W————— (¢ [ 1)

Non-exempt

Suction
Pipe

Release Detection Method

B. Austomatic Fank Gauge (ATG)
(ATG)

O ATG is set up properly. [280.40(a)(2)]

@ ATG can detect a 0.2 gal/hr leak rate from any portion of the tank routinely containing product. [280.43(d)(1)] Q
ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]

C. Manual Tank Gauging (MTG)
Q Tank size is appropriate for using MTG. [280.43(b)(5)]
Q  Tanks 1001 gals (as per EPA memo) and greater restricted to use with T.T.T. (See “D” below) 0
Method is being conducted correctly. [280.43(b)(4)]
O No liquid was added to or taken out of the tank during the test. [280.43(b)(1)] O
Equipment is capable of 1/8-inch measurement. [280.43(b)3)]

D. Tightness Testing (Safe Suction piping does not require testing)

O Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product.
[280.43(c)]

QO Tightness testing is conducted within specified time frames for method:
Q Tanks - every 5 years [280.41(a)(1)]
B/Pressurized Piping - annually [280.41(b)(1)(ii)]
Q Non-exempt suction piping - every 3 years [280.41(b)(2)]
O Tightness testing is conducted following manufacturer’s instructions. [280.40(a)(3)]

E. Ground Water or Vapor Monitoring
O Ground water in the monitoring well is never more than 20 feet from the ground surface. [280.43(f)(2)] 0
Vapor monitoring well is not affected by high ground water. [280.43(e)(3)]
0 Site assessment has been done for vapor or ground water monitoring. [280.43(e)(6), 280.43(f)(7)] @
Wells are properly designed and positioned. [280.43(e)(6), 280.43(f)(7)]

F. Interstitial Monitoring
O Secondary containment can be used to detect a release [280.43(g)(1)], 280.43(g)(2)]
QO Sensor properly positioned. [280.40(a)(2)]

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

FERACTARPTIEIS P oo o a e e ks AN e B e e o s i
Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction X
(Chaoose one) (Chaose Two) Pipe
(Choose one)
Q G. Automatic Line Leak Detector (ALLD)
ALLD is present and operational. [280.44(a)]
O Annual function test of the ALLD has been conducted and records are available. [280.44(a)]
(| (] | H. Other Methods [e.g., Statistical Inventory Reconciliation (S.L.R.)]

0 The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet the 95/5 requirement
[280.43(h)(1)]; or

0 The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank
gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complies with any
conditions imposed by agency. [280.43(h)(2)]

O S.LR. - Results are received within time frame established by implementing agency. [280.41(a) & 280.43(h)] |

Notes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Detection Compliance

Measures.
In order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03
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2 g ‘. United States Environmental Protection Agency (EPA)
s Q % Region 2
2 \\wr) 3 290 Broadway
S el & New York, NY 10007-1866 .
), ‘s, i Underground Storage Tank (UST) Inspection Farm
"y LT - % ; o P, {~ /‘I
INSPECTORNAME®): <) 24 BLAR DATE:| /02/0%//2
SIC CODE: SCIS
1. Location of Tank(s) o Tribal II. Ownership of Tank(s) o same as location (1.)
Facility Name \ - Owmner Name
NT svsken cokl © 30252 NT sisiley| coki
Street Address Strect Address (] 48 ' )
LTS PALisAdSS  Avemsue HESP 374 MAw sTise
City State Zip Code City State Zip Code
ﬁ;{m’ Lag, NI CTo 214 N s (J/U/’T'ZI Ny [L5C
County County
BelaeiV
Phone Number , _ 2,0 ~ (. & 2.5 FaxNumber Jos § £ bt {t, | Phone Number ) Fax Number
n J.zami.
(Z—OL)? ﬂc.Co/(_L_/’Lgm,w “AER, (‘8’*(8’) 256~ G4
Contact Person(s) 5NV, cam P. Contact Person(s) () L croRk —
| SDGAR A ARSI SPacipii s ScotT AR FACLLL TIRS
ITA. Ownership of Other Facilities
aDo you own other UST Facilities Q/(/ No
If Yes, How many Facilities E o How many USTs J X
III. Notification / l
o Notification to implementing agency; name j\l J B 5—17 L 3 (?:7(’:!—5‘7‘/' £ 7—77‘7’1‘:’\".‘; N Z/bl /13 j
State Facilty D # (> ;_;é 120 7
IV. Financial Responsibility CHARTES SERCLALTY [MSURAMLCE co,
o State Fund o Private Insurance: Insurer/Policy# ST S H4U-429 %8
o Guarantee o Surety Bond o Letter of Credit
a Local Government o Self Insured o Not Required (Federal & State government, hazardous substance USTs)
V. Release History NAa”
o To your knowledge, are there any public or private Drinking Water Wells in the vicinity ?  Yes / Ng
o Evidence of release or spills at facility o Greater than 25 gallons (estimate)
0 Releases reported to implementing agency; if so, date(s) [280.53]
o Release confirmed; when and how
0 Initial abatement measures-and site characterization o Free product removal
o Soil or ground water contamination o Corrective action plan submitted
o Remediation ongoing 0 Remediation completed, no further actionf date(s)
Notes: /
A \ Wl M6 /ia
Page 1cf7 InitDate ¢} &) M=o Wy L 11/04/2010




FRP, Double-walled (DW)

~ g oy
VI. Tank Information Tank No. Qb QL Q&Y
Tank presently in use Y €3 .
If not, date last used (see Section XIQ.
If empty, verify 1" or less left (see Section XII)
Capacity of Tank (gal) jL6dd G >
Substance Stored CASSANE —)
M/Y Tank insiallgd) Upgraded Si/9: ~>
Tank Construction : Dus
11?;nare steel, %ﬁ-PB, Reiroﬁttefi sacrificial an.ode3 . (,; iz") ——3

pressed Current, Composite, FRP, Interior lining,

Vaulted. Double-walled (DW)
Spill Prevention ) Q v l—‘: %\) LTS —
Overfill Prevention (specify type) *y?\.‘{ ) o 2
Special Configuration: ¢ .
Compartmentalized , Manifolded Ma  Epud el ol
VII. Piping Information

| Piging Tvpe: Pressure, Suction PRassups — =

¢

%% Anode, Impressed Current, Flex, FL%":'L:’ L% i

iOg_/t,j"j"! o

Tank and Piping Notes:
Mo

W
LV

e‘?,_‘ &= c:_/’tﬂ LAY

SF SULLFILL PlavieTie N DRV L)
(o PIAERC S5e ATTACWSD ALSmes
AR —— RioAld NG
(o /el oV Efide (veanan

VIIT, Cathodic Protection

Integrity Assessment conducted prior to upgrade

| Inferior Lining:  Interior lining inspected

—
s s

S SN S

Impressed Current. | CP Test records f !
¥
Rectifier inspection records {
| Saccifegldugde,  CP testrecords 4 W, 2
ri
CP Notes:
S St ]
AW K. 1) 5/:i 2
Page 2 of 7 niDate 1~ v&/C /i 1
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+ 4§ I

-

Tank No. okl QKL O /=3

IX. UST system used solely by Emergency NG - i
Power Generator
X. Release Detection N/Ao >
TankRD Methods | ATG ’ Y£S =
Interstitial Monitoring
Groundwater Monitoring
Vapor Monitoring
Inventory Control w/ TTT
Manual Tank Gauging
Manual Tank Gauging w/ TTT
SIR
L2Months  (Must Make Available Last 12 Months \ff % £ =ty
War Compliance)

Tank RD Notes: (State What Months Records Were Available, Describe Any Failures and Describe What Investigation Oc
T feveaqvaad "l/t-g PillevrocS MovTerS ofF PASS
LagolaT Ao TaWk 1236 vve iV pespAVES
cELd [fssoaT fsa TRk 2786 oMve T TV -

T (—

P —

AN—

urred Due to Failure)
NG &SLD

(VL!RM.VC:’

¢
5 2 s o ) AL cii™y
(BOTH eSSV e MISV-2D h ) TRVIC prann

Pressurized Piping RD Methods N/Ac

Interstitial Monitoring

Groundwater Monitoring

Vapor Monitoring

SIR
12 Months

Monitoring Records

Annual Line Tightness Test 4 N
ALLD Present )
—— NS $—rro
Annual Test -
7<s >
Piping RD NOtes: (State What Months Records Were Avalable, Describe Aay Faiures and Describe What Investiaaton OFtarced Duc 1o Fatore)
= ’ { 2
/Z_:;u reursd Pars.ae  [3AK 34 TE TR AV
ff%;_;a,ﬁ,u 2%0 Lavr TBLT RESULTS »
-2 ﬂj)g ez 7%~ &4/1" Sl
,/;B«S‘“i’ AT P D "/‘" ? /; ’/
“
-t i1 A ¢ - ,.
Page 3 of 7 Init/Date )-"\5 1ol (TS 11/04/2010




X1. Repairs NAx"

Repaired tanks and piping are tightness tested within 30 days of repair completion Yo No Uskaowno

CP systems are tested/inspected withjn 6 months of repair of any cathodically protected UST system Yo No Unksowno

Records of repairs are maintained Yo No Usknowno

———— — |

X1II. Temporary Closure NAr”

CP continues to be maintained Yo No Unkmowno

UST system contains product and release detection is performed Yo No Unknowno

Cap and secure all lines, pumps, manways Yo No Unknownno

Notes: 4

?fqﬂ\)%— [yesn ¢ T8 - {Jtz'afira"?m\, VIV LA

h;l\f sSTLe ALA " desen Sy 3 -
f},-’LN el A

/L]

NI sl iy
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"
QIS 224
THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGION 2 ST
. PROGRAM
e Ground Water Compliance Section
) g B . New York, NY 10007-1866
Py paptt®
Inspector Observation Report
Inspection of Underground Storage Tanks (USTs)
o No violations observed at the conciusion of this inspection.
o The above named facility was inspected by a duly authorized representative of EPA Region 2, and the(following are the inspector's
observations and/or recommended corrective action(s):
Violations Observed:
Regulatory Cltation Violation Description
§ 230,206 | Pt 70 usi AN ovefSiL PlRwvsniTiol SYSTZ §
§
§ 280.45 Fricvte o muvTan (leorlds ¢ fslienie XTemnan
§ MsanANG
§
§
§
§
Actions Taken:
a Field Citation; # o Additional information required © On-site request/Due date
Comments/Recommendations:
T y & 3 g &
- Ag® VELFIcATIAN oF ovelTiil PlevenT oN| YV Q) 3
: " ~ A ¥ LA
_ N, (hLwvious meadTHS  of qrsgvée 35
_ taufed oy O
i{ s gt el '2-/3 U 3
Name of Owner/Operator Representative: Name of EPA Inspectorirepresentative|
i g . "' Ve 2 4 - /
N gsen M Clgpamcle JsiRey R, Bunk
~ (Pleasé print) A (Please print)
YV Yy w ul 4, .
N G\ AVIE A oY
V4l B VW 4y 4 go” v & T a2
=T U signaeer O UV gnatre)
QOther Participants:
- . (Credential Numbey)
ZDEAA AmAadore
/ J/J - vl. - -,
Date of Inspaction_# O/ 0T/ i 2 |time | . ¢ AMIPMS
Page 5 of 7 InitDate JKI 18/ &l 2 11/04/2010




SITE DRAWING

DATE: so2/o% ({1

WEATHER: L =5° + OUQACAST

ENVIRONMENTALLY SENSITIVEAREA: Yo Nz~
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Required Fields to be used for ICIS Only

Compliance Monitoring

Activity: UST Inspection

Inspection Conclusion Data Sheet

1) Did you observe deficiencies (preferred violations) during the on-site inspection? Y’ S
Deficiencies observed: (Put an X for each observed deficiency)

X Potential failure to complete or submit a notification, report, certification, or manifest

5/ Potential failure to follow or develop a required management practice or procedure
_\Z_Potential failure to maintain a record or failure to disclose a document

_Y_Potential failure to maintain/inspect/repair meters, sensors, and recording equipment

___ Potential failure to report reguiated events, such as spills, accidents, etc.

2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the inIpect on? ‘@ No

3) Did you observe the Facility take actions during the inspection to address the Qeﬁcie ies notedA_Yes § No )
: @ = WY GUEER oS ¢l BTN BT N
If yes, what actions were taken? @ Wite STARCw Cofe Mi8S NG P L | CSLY RigedT

4) Did you provide general Compliance Assistance in accordance with the policy on the rolg of the EPA Inspector {
in providing Compliance Assistance during Inspections? Yes/No 3
|

5) Did you provide site-specific Compliance Assistance in accordance with the policy on the|role of the EPA Inspector in
providing Compliance Assistance during the inspection? Yes / No ;

{
|

v
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; Release Prevention Compliance Measures Matrix

\ T ————
" Regulatory Subject Area Measure # SOC Measure / Federal Citation In Compliance?

-~ : NA| Y N

L. Spill Prevention 1 Spill prevention device is present and functional. [280.20(c)(1)(i), 280.21(d)] w

II. Overfill Prevention 2 Overfill prevention device is present and operational. [280.20(c)(1)(ii), 280.21(d)]

) Automatic shutoff is operational (ie., device not tampered with or inoperable )
[280.20(c)(1)(ii)(A), 280.21(d)]

10 Alarm is operational. [280.20(c)(1) (ii)(B), 280.21(d)]

(L Alarm is audible or visible to delivery driver. [280.20(c)(1) (ii)(B), 280.21(d)]

T Ball float is operational. [280.20(c)(1)(i)(B), 280.21(d)]

Il a. Operation and 3 Repaired tanks and piping were tightness tested within 30 days of repair completion (not

Maintenance required w/internal inspections or if monthly monitoring is in use). [280.33(d)] v

III b, Operationland 4 CP systems were tested/inspected within 6 months of repair of any cathodically protected UST s
Maintenance of system. [280.33(e)] b

Corrosion Protection

5 Corrosion protection system is properly operated and maintained to provide continuous
protection. [280.31(a)(b), 280.70(a)]

Q ust system (Choose one)
O usTin operation
(] UST in temporary closure
[ CP System is properly operated and maintained
Qcp system is performing adequately based on results of testing. [280.31(b)|; - or -

Qce system tested within required period and operator is conducting or has completed
appropriate repair in response to test results reflecting CP system not providing
adequate protection.

9/30/03 1of2



Release Prevention Compliance Measures Matrix

9/30/03

o
‘pE TP T AT L R SR MW AR T T :
e Regulatory Subject Area Measure # SOC Measure / Federal Citation In Complinnce?
v '
- . NA| Y N
gl
I b. Operation and 6 UST systems with impressed current cathodic protection are inspected every 60 days. [280.31(c)] -
Maintenance of 4
Corrosion Protection T Lined tanks are inspected periodically and lining is in compliance. [280.21(b)(1)(ii)]
(Continued) 7
l"’. Twi 8 :l'lllﬂi.ill—l!llIPI!l.-'llllIIlIIlllli‘l.‘iI(HI.IAIHIHH-&IIIIIIII)J‘-n{lhlg'_h.lllg\nl_‘-.!h.‘[:';_fﬂl’?ﬂ:‘lr:.5,.Z'TTTZ_YE
Corrosion Protection [280.20(a), 280.20(b), 280.21(b), 280.21(c)] ‘/'/’
) Buried metal piping components (such as swing joints, flex-connector, etc.) are isolated from
the soil or cathodically protected.
For new USTs - tanks and piping installed after 12/22/88 [280.20(a), 280.20(b)]:
O Steel tank or piping is coated with suitable dielectric material and cathodically protected.
[280.20(a)(2), 280.20(b)(2)]
dTank is fiberglass, clad, or jacketed and piping is fiberglass or flexible plastic. [280.20(a)(1),
280.20(a)(3), 280.20(a)(5), 280.20(b)(1), 280.20(b)(4)] '
Q1 Records are available to document that CP is not necessary. [280.20(a)(4)(ii),
280.20(b)3)(ii)]
For existing USTs - tanks and piping installed on or before 12/22/88 [280.21(b), 280.21(c)|: [
Tank and piping meet new UST requirements [280.21(a)(1)]
s Q1 Steel tank is internally lined. [280.21 (b)]
CJ Metal tank and piping are cathodically protected. [280.21(b)(2), 280.21(c)]
Notes: N/A - Indicates that the measure is not applicable,
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Prevention Compliance Measures. In
order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.
20f2




Release Detection Compliance Measures Matrix

Instructions - To Determine Compliance Status of Measures #1-7,

Work Through the Worksheet “Commonly Used Release Detection Methods” Below.

Regulatory Subject Area Measure SOC Measure/ Federal Citation ‘ In Compliance?
# NA | Y N
1. Release Detection Method 1 Release detection method is present. [280.40(a)] "
Presence and Performance 2 Release detection system Is operating properly (i.e., able to detect a release from any portion
Requirements of the system that routinely contains product). [(280.40(a)(1)] o
3 Release detection system meets the performance standards at 280.43 or 280.44.
[(280.40(a)(3)] v’
4 Implementing agency has been notified of suspected release as required. [(280.40(b)] 4
(1 Non-passing results reported and resolved in accordance with implementing agency's
directions. [280.40(b)]
IT. Release Detection Testing 5 Tanks and piping are monitored monthly for releases and records are available (must have
records for the two most recent consecutive months and for 8 months of the last 12 months).
[280.41(a), and 280.45(b)| v
IIl. Hazardous Substance UST 6 Hazardous substance UST system leak detection meets the requirements (i.e., either
Systems secondarily contained or otherwise approved by the implementing agency). [280.42(b)] e
IV. Temporary Closure 7 Release detection requirements are complied with (i.e., method present, operational,
releases investigated and reported as required) for UST systems containing product. v
L2.80.70(a)l
Worksheet - Commonly Used Release Detection Methods
Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Choose one) (Choose Two) Pipe
sClm-e una-)
A A. Inventory Control with Tank Tightness Testing (T.T.T)
Q Inventory control is conducted properly.
Q T.T.T. performed as required (See “D” below).
Q TInventory volume measurements for inputs, withdrawals, and remaining amounts are recorded each operaling
day and reconciled as required. [280.43(a)(1), 280.43(a)3)]
O Equipment is capable of 1/8-inch measurement. [280.43(a)(2)]
0 Product dispensing is metered and recorded within local standards for meter calibration to required accuracy.
[2R0.43(a)(5)]
0 Water is monitored at least monthly. [280.43(a)(6)]
9/30/0% 1of3




Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

Tank

(Choose one)

Pressurize
d Pipe

(Chobae Tws) Pipe

Non-exempt
Suction

S

Release Detection Method

3
|

Q

B. Automatic Tank Gauge (ATG)
0 ATG is set up praperly. [280.40(a)(2)]

Q/ATG can detect a 0.2 gal/hr leak rate from any portion of the tank routinely containing product. [280.43(d)(1)] @
ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]

C. Manual Tank Gavging (MTG)
0O Tank size is appropriate for using MTG. [280.43(b)(5)]

Q  Tanks 1001 gals (as pcr EPA memo) and greater restricted to use with T.T.T. (See “D” below) 0
Method is being conducted correctly. [280.43(b)(4)]
O No liquid was added to or taken out of the tank during the test. [280.43(b)(1)] O
Equipment is capable of 1/8-inch measurement. [280.43(b)(3)]

D. Tightness Testing (Safe Suction piping does not require testing)

Q Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product.
[280.43(c)]

Tightness testing is conducted within specified time frames for method:
Q Tanks - every 5 years [280.41(a)(1)]
E(Pressurized Piping - annually [280.41(b)(1)(ii)]
Q Non-exempt suction piping - every 3 years [280.41(b)(2)]
O Tightness testing is conducted following manufacturer’s instructions. [280.40(a)(3)]

E. Ground Water or Vapor Monitoring
Q Ground water in the monitoring well is never more than 20 feet from the ground surface. [280.43(f)(2)] O
Vapor monitoring well is not affected b); high ground water. [280.43(c)(3)]
0O Site assessment has been done for vapor or ground water monitoring. [280.43(eX6), 280.43(f)(7)] O
Wells are properly designed and positioned. [280.43(c)(6), 280.43(f{7)]

F. Interstitial Monitoring
Q Secondary containment can be used to dctect a release [280.43(g)(1)]. 280.43(g)(2)]
Q Sensor properly positioned. [280.40(a)(2)]

9/30/03

20f3




Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

=
Tank® Pressurize Non-exempt Release Detection Method
d Pipe Suction
{Choose one) [Chiatha Twro) Plpe
(Choose one)
@ G. Automatic Line Leak Detector (ALLD)

(] f\LLD is present and operational. [280.44(a)]
d’Annual function test of the ALLD has been conducted and records are available, [280.44(a)]

(. | ] (| H. Other Methods [e.g., Statistical Inventory Reconciliation (S.L.R.)]

QO The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet the 95/5 requirement
[280.43(h)(1)]; or

QO The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank
gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complics with any
conditions imposed by agency. [280.43(h)(2)]

Q S.LR. - Results are received within time frame established by implementing agency. [280.41(a) & 280.43(h)]

Naotes: N/A - Indicates that the measure is not applicable.
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Detection Compliance
Measures.
In order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03 Jof3
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. United States Environmental Protection Agency (EPA)
9 5 Region 2
vl ‘_“; 290 Broadway
Al > New York, NY 10007-1866 )
o & Underground Storage Tank (UST) Inspection Form
t anot = e el - - 1 N
INSPECTOR NAME(S): JELT BLALK DATH: OS.i3 /i &
SIC CODE: ICIS #:

L. Location of Tank(s) o Tribal II. Ownership of Tank(s) @ same as location (I.)
Facility Name Owner Name QP

17— % 39897 NT snedla Y co AN
Street Address i Street Address

H41o (oo™ AN + CRAw, S36 MAn|STIREST

City State Zip Code City State ~ Zip Code

NS Ny 633817 Newo PAcTz, N [2Sen
County County
Phone Number N Fax Number Phone Number Fax Number

(132) ¢Ho~ (112 (84s) 25¢—Bida
Contact Person(s) S IOV, CoMP, Contact Person(s) ' Die i . ot
ITA. Ownership of Other Facilities
oDo you own other UST F acilities@ No
If Yes, How many Facilities 2l How many USTs _ & 98

\,
\
|

N

o

M
N (4/\

III. Notification

[ s FFecT\Wwe

4
(MR 03 /31//8

o Notification to implemen/thg agency; name__ ‘¢
State Facility ID#  NJ O Lii 357

o To your knowledge, are there any public or private Drinking Water Wells in the vicinity 7 Yes /(No

IV. Financial Responsibility 7> <to MARMRE SPS LTy 108, co, (6wl ides a3/ iy /re
o State Fund . o Private Insurance: Insurer/Policy # ?\A 19 8e

o Guarantee O Surety Bond o Letter of Credit

o Local Government o Self Insured o Not Required (Federal & State government, hafzardous substance USTs)

V. Release History NAz"

o Evidence of release or spills at facility
O Releases reported to implementing agency; if so, date(s)

o Greater than 25 gallons (estimate)

[280.53]

o Release confirmed; when and how

o Initial abatement measures and site characterization
o Soil or ground water contamination
o Remediation ongoing

a Free product removal
a Corrective action plan submitted
2 Remediation completed, no further actign; dat

ed

7/
rd
Notes: -~

Page 1 of 7

initDate <~ *

A './\i_,

0

\a

11/04/2010




NJY o22/37
Eool |Eoo | [Fuod
VI. Tank Information Tank No.
Tank presently in use \" 1)
If not, date last used {see Section XII)
; If empty, verify 1" or less left (see Section XII)
Capacity of Tank (gal) | 2,006 -
Substance Stored RECGAS | Mad CAs |Phe GAS
M/Y Tank(asalled)/ Upgraded o [a 4
Tank Construction : B Lsd
Bare steel, Sti-P3, Retrofitted sacrificial anode, \ \) e
Impressed Current, Composite, FRP, Interior lining, F\
Vaulted, Double-walled (DW)
") t - o}
Spill Prevention SPr [duesT -
Qverfill Prevention (specify type) BALL BEuAr vads €L ——
Special Configuration: oo 4
Compartmentalized . Manifolded
VII. Piping Information
K Ay . >
Liping Tvpe : Pressure, Suction \ L%"% L
™ L 4
Piping Construction: i) U B -
Bare steel, Sacrificial Anode, Impressed Current, Flex, “ 4 sl |
FRP, Double-walled (DW) | LA
Tank and Piping Notes:
VIII. Cathodic Protection N/A =z
! ] !
Integrity Assessment conducted prior to upgrade ! | i
i i
| [nferior Lining:  Interior lining inspected e i
Impressed Current | CP Test records ii | |
Rectifier inspection records ! ! |
| Sgrifical dpode;  CPtestrecords Na vl v
g
CP Notes: /
‘wRog//¢e/
Page 2 of 7 nitDate < ™~ C oGt 11/04/12010




Tank No.

Ec)ﬁ t | Foo2-

FOoa

Power Generator

IX. UST system used solely by Emergency

No

X. Release Detection

N/Ao

TankRD Methods | ATG

Interstitial Monitoring

\,{ £g —

Groundwater Monitoring

Vapor Monitoring

Inventory Control w/ TTT

Manual Tank Gauging

Manual Tank Gauging w/ TTT

SIR

| ionigring Recargy For Compliarce)

12 Months _ (Must Make Available Last 12 Months

NS

.
1

Tank RD Notes: (State What Months Records Were Available, Describe Any Failures and Describe What Investigation O¢gurred

Due to Failure)

p—

[T28T paATL —= oulos/i g

LI |
\

T Qeviswed Moo P e loo s AMaAfTWS oF
/ 2 o < A St Ty Atal e SdeTy
PASS i ve  £LEes e ML N TSN v f '
: M Mt e eT~r
—~ MU cOR ——h .SI ind
‘I X N (< S ) e / ; ‘31__\
WE e are b
Pressurized Piping RD Methods N/ADO
Interstitial Monitoring
Groundwater Monitoring
Vapor Monitoring
SIR
12 Months
Monitoring Records
USiNG Annual Line Tightness Test
<L NES —
ALED— Present N
—— MLy >
Annual Test . |
N &S -
?WWamﬁk Any Failures and I?scn What [av tion Plccurred Due to Failure)
T !%f&,wig ?;Sg‘uua— LA G AMD (9 AW DRTRCTDR
T 87T [Lasw TS /

L)
Init/Date </ '(‘5
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UST system contains product and release detection is performed

Cap and secure all lines, pumps, manways

Yo

No Unknowno

Yo No Unknoewnno

XI. Repairs vae”

Repaired tanks and piping are tighmess tested within 30 days of repair completion Yo No Unknowno
Ccp systfms are tested/inspected within 6 months of repair of any cathodically protected UST system Yo Ng Unknewno
Records of repairs are maintained Yo No Unsknowno
XII. Temporary Closure NAz”

CP continues to be maintained Yo No Unknowno

Notes: /

Page 4 of 7 Init/Date _ / N
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THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGION 2[UST
- PROGRAM — -
o "“*' Underground Storage Tank Team Facility Name SiITE T 358%
S ¥™ - New York NY 10007-1366 Address “75 |l 1N ¢ CAAiG, 3b 1 fond
1 W UST Reg # NT Q2138
» -5’\

Inspector Observation Report
Inspection of Underground Storage Tanks (USTs)

u/!laﬁohﬁmowumcmduﬁondmimpeeﬁm

o Thetbw-namodfaeﬂltywasinspacbdbyadulynuthorhodrepruaﬂaﬁvoofEPARegionz,andtholnIMngmtheimpectofs

chservations and/or recommended corrective action(s):

Potential Violations Cbserved:

Violation Description

s

Actions Taken:

1 Field Citation; # o Additional information required o On-site request/Due date

Comments/Recommendations:

Name of Owner/Operator Representative: Name of EPA | 8
r ) _ .
Clat A Vo JeeeRey WL Bumil
2 Ay A el e—
// "’ﬁyﬁﬂﬂﬂ (Please print) ‘
. o/ N\ glh IR
a—— DB S
! J (Sigratyre]
Giher Particioarté:
{Credential Nurpbe}
i
alis @ |
{ Date of Inspection OSH3IS  ripe (3220 bW |
; ‘.’Qéo'-iq"
Sage 50f 7 int/Date_<J * ans 05/02/2014
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SITE DRAWING
1
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Required Fields to be used for iCIS Only
Compliance Monitoring

Activity: UST Inspecﬁor;

Inspection Conclusion Data Shest

1) Did you observe deficiencies (preferred violations) during the on-site inspection? No
Deficiencies observed: (Put an X for each observed deficiency)

____ Potential failure to complete or submit a notification, report, certification, or manifest

___ Potential failure to follow or develop a required management practice or procedure

____ Potential failure to maintain a record or failure to disclose a document

___ Potential failure to maintain/inspect/repair meters, sensors, and recording equipment

____ Potential failure to report reguiated events, such as spills, accidents, etc.

2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the insthion? Yes / No
3) Did you observe the Facility take any actions during the inspection to address the deficiencieg|noted? Yes / No
If yes, what actions were taken?

4) Did you provide general Compliance Assistance in accordance with the policy on the role of|the EPA Inspector
In providing Compliance Assistance during Inspections? I No

5) Did you provide site-specific Compliance Assistance in accordance with the policy on the rolg |of the EPA Inspector in
providing Compliance Assistance during the inspection? (eéz'l No

~A

\ s :
o 5 o Sl

\/\

Page 7of 7 ni/Date 1104/2010




Release Prevention Compliance Measures Matrix

i

Kegulatory Subject Area Measure # SOC Measure / Federal Citation In Compliance?
- N/A | Y N
I. Spill Prevention 1 Spill prevention device is present and functional. 1280.20(c)(1)(i), 280.21(d)] v’/
1. Overiill Prevention 2 Overfill prevention device is present aud operational. [280.20(c)(1)(ii), 280.21(d)} v |
03 Automatic shutoff is operational (ie., device not tampered with or inoperable )
[280.20(c)(1){ii)(A), 280.21(d))
U Alarm is operational. [280.20(¢)(1) (ii)(B), 280.21(d)]
U Alarm is sudible or visible to delivery driver. [280.20(c)(1) (ii}(B), 280.21(d))
/ v
 Ball fioat is operational. [280.20(c)(1)(ii)(B), 280.21(d)]
il 4. Operation and 3 Repaired tanks and piping were tightness tested within 30 days of repair completion (not 7
Maxintenance required w/internal inspections or if monthly monitoring is in use). [286.33(d)] v
HI b, Operation and £ CP systems were tested/inspected within 6 months of repair of any cathodically protected UST S
Maintenance of system. |280.33(e)| =
Corrosion Protection
5 Corrosion protection system is properly operated and maintained o provide continuous o

protection. |280.31(a)(b), 280.70(a)|

U ust system (Choose one)
Ul UST in operation
Ll usT in temporary closure
acre System is properly operated and maintained
Uce system is performing adequately based on results of testing. [280.31(b)]; - or -

U ce system tested within required period aud operator is conducting or has completed
appropriate repair in response (o test results reflecting CP system not providing
adequate protection,

9/30/03
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Release Prevention Compliance Measures Matrix

Corrosion Protection

1280.20(a), 280.20(), 280.21(b), 280.21(c)]

Regulatory Subject Avea Measure # SOC Measure / Federal Citation In Complinnce?
N/A | Y N
11 b. Operation and 6 UST systems with impressed current cathodic Pprotection are inspected every 60 days. [280.31(c)] i a
Maintenauce of
Corrosion Protection 7 Lined tanks are inspected periodicatly and lining is in compliance. [280.21(b)(1)(i)]
(Continued) v
IV. Tank and Pipiag 8 Buried metul tank and piping (which includes fittings, conmections, etc.) is corrosion protected. rF

(I Buried metal piping componeats (such as swing joinis, flex-connector, etc.) are isolated from
the soil or cathodically protected.

For new USTS - tanks and Pipiug installed after 12/22/88 1280.20(a), 280.20(b)}:

Q) Steel tank or piping is coated with suitable dielectric material and cathodically protecied,
1280.20(a)(2), 280.20(b)(2)]
i’

Ej Tank is fiberglass, clad, or Jacketed and piping is fiberglass or flexibie plastic, 1280.20(a)(1),
280.20(a)(3), 280.20(a)(5), 280.20(b)(1), 280.20(b)(4)}

O Records are available to document that CP is uot necessary. [280.20(a)(4)(ii),
280.20(b)(3)(ii)]

For existing USTs - tanks and Piping instalied on or before 12/22/88 1280.21(b), 280.21(c)j: L
Tank and piping meet new UST requirements (280.21(a)(1)]

U Steel tank is interually lined. [280.21 (b)]

U Metal tank and piping are cathodically protected. [280.21(b)(2), 280.21(c)}

Jroven

rp— .

S —— e e

Notes: N/A - Indicates that the measure is not applicable. '
Any mark in the “N” (No) columu means that the facility is not in Significant Operational Complisnce (80C) with Release Prevention Compliance Measures. In

order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.
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Release Detection Counpliaice VICASUres IVARINIX

Instructions - To Determine Compliance Status of Measures #1-7,

Work Through the Worksheet “Commionly Used Release Detection Methods” Below.

e R i

Regulatory Subject Area Measure SOC Measure/ Federal Citation el COplisn
¢ NA | Y N
1. Release Detection Method i Release detection method is present. [280.40(a)] _/-”
P VOROR aud Performance 2 Release detection system is operating properly (i.c., able to detect a release from any portion )
Requirements of the system that routinely contsins product). [(280.40(a)(1)] Vv’
3 Release detection systein mcets the performance standards at 280.43 or 280.44. P
((280.40(a)(3)} Vv
[ lmplemeniing ageucy bas been notified of suspected release as required. [(280.40(b)| v
(] Non-passing results reporied and resolved in accordance with implementing agency’s
directiouns. [280.40(b)}
i, Release Detection Testing 5 Tanks and piping are monitored monthly for releases and records are available (must bave
records for the two most receut consecutive months and for 8 mouths of the last 12 momnths). /»/
- [280.41(x), sud 280.45(b)}
il Hazardous Substance UST 6 Hazardous substance UST sysiem leak detection meets the requirements (i.c., either ‘
Systeus secondarily contained or otherwise approved by the implementing agency). [280.42(b)] "
V. Temporary Closure 7 Release detection requirements are complied with (i.e., method present, operational,
releases investigated and reported as required) for UST systems containing product. /
- [280.70(x _
Worksheet - Commonly Used Release Detection Methods
F Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
{Clhowose oue) {Chouvse Twe) Pipg
S - A
a A. luventory Control with Tank Tightness Testing (T.T.T)

@ Inventory control is conducted properly.
O T.T.T. performed as required (See “D” below).
Q (nventory volume measurements for inputs, withdrawals, and remaining amounts are recorded each operating
day and reconciled as required. [280.43(a)(1), 280.43(a)(3)}
O Equipment is capable of 1/8-inch measurement. [280.43(a)(2)]

@ Product dispensing is metered and recorded within local stendards for meter calibration to required accuracy.
[280.43(a)(5)]

O Water is monitored at least monthly. [280.43(a)(6)]
SR

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

Tank

{Choase one)

Pressurize
d Pipe
(Chosse Twe)

Non-exempt

Suction
Pipe

Release Detection Method

vl

B. Automatic Tank Gauge (ATG)
O ATG is set up properly. [280.40(a)(2)]
O ATG can detect a 0.2 gal/hr leak rate from any portion of the tank routinely containing product. [280.43(d)(1)] O

ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]

C. Manual Tank Gauging (MTG)
QO Tank size is appropriate for using MTG. [280.43(b)(5)]
0 Tanks 1001 gals (as per EPA memo) and greater restricted to use with T.T.T. (See “D” below) Q
Method is being conducted correctly. [280.43(b)}4)]
0 No liquid was added to or taken out of the tank during the test. [280.43(b)(1)] Q
Equipment is capable of 1/8-inch measurement. [280.43(b)(3)]

D. Tightness Testing (Safe Suction piping does not require testing)
O Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product.

/,/[280.43(c)]
@ Tightness testing is conducted within specified time frames for method:
Q ;nnks - every 5 years [280.41(a)(1)]
@ Pressurized Piping - annually [280.41(b)(1)(ii)]
U Non-exempt suction piping - every 3 years [280.41(b)(2)]
O Tightness testing is conducted following manufacturer’s instructions. [280.40(a)(3)]

L

E. Ground Water or Vapor Monitoring
0 Ground water in the monitoring well is never more than 20 feet from the ground surface. [280.43(f%(2)] G

{1 Site assessment has been done for vapor or ground water monitoring. [280.43(¢)(6), 280.43(f)(7)] G .

Wells are properly designed and positioned. [280.43(e)(6), 280.43(f)(7)]

F. Interstitial Monitoring
P]/ Secondary containment can be used to detect a release [280.43(g)(1)], 280.43(g)(2)]

Q Sensor properly positioned. [280.40(a)(2)]
== A

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Chovee ane) (Choore Two) Pipe
/ (Chosue ene)
] G. Automatic Line Leak Detector (ALLD) U8 186G €LLD

@ §LLD is present and operational. [280.44(a)]
W’ Annual function test of the ALLD has been conducted and records are available, [280.44(a)}

J W o H. Other Methods [e.g., Statistical Iuventory Reconciliation (S8.LR.)}

Q The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet the 95/5 requirement
[280.43(h)(1)}; or

& The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank
gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complies with any
conditions imposed by agency. [280.43(h)(2)]

U S.LR. - Results are received within time frame established by implementing agency. [280.41(a) & 280.43(h)]

Netes: N/A - Indicates that the measure is not applicable.

Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Detection Compliance
Measures,

In order for & compliance measure to be in SOC, ull applicable check-box items must be in compliance.

930103 Sof 3
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} L3 88
. " United States Environmental Protection Agency (EPA)
F . “ i Region 2
s \ i o3 290 Broadway
5 ok > New York, NY 10007-1866
"‘-”g L Underground Storage Tank (UST) Inspection Form
R paptT -~ ; -
INSPECTOR NAME(S): Qe gL Al DATE: S/83/1&
SIC CODE: ICIS #:
I. Location of Tank(s) o Tribal II. Ownership of Tank(s) a/same as location (1)
Facility Name A ) = Owner Name .
VT e efedy sV, T 39847 NI SN el corf
Street Address Street Address
470 RSuTE 1 ANodwW + SR A& T3 MAWW s T
City State Zip Code City Stafe Zip Code
sQ s TWYHY, NI 0387 Ne FAoTzZ, [Ny j25¢ 1
County County
MidULES we
Phone Number Fax Number Phone Number Fax Number
(732) Cuo— (278 @ws) 256-ofpe|
Contact Person(s) SNV ce Nt ContactPcrson(s) ‘ , DIRE CTO £ —
7/‘D &AL /\3 A D ‘j‘;’/“ll S\}éC‘-LL‘ ST ScSTU f)';:ﬂski'»_ _—‘K/ f:,i‘» ity TTLLS
ITA. Ownership of Other Facilities
"aDo you own other UST Fmﬂmalég./ No
If Yes, How many Facilities 34 How many USTs fI{ &
III. Notification )
AT A T~z T UE THIGSIGEd 3731 s
o Notification to implementing agency; name _| 1. © = Ei. & o3 E¥ oL P
State Facility D# __ O 22/ .5
IV. Financial Responsibility CHAldRie 515l iU/ lce] =
o State Fund o o Private Insurance: Insurer/Policy # ST H¥ 4- <4283
0 Guarantee o Surety Bond o Letter of Credit
o Local Government o Self Insured o Not Required (Federal & State government, hagardous substance USTs)
V. Release History NAw
o To your knowledge, are there any public or private Drinking Water Wells in the vicinity ? Yes/Ng
o Evidence of release or spills at facility o Greater than 25 gallons (estimate)
01 Releases reported to implementing agency; if so, date(s) [280.53]
o Release confirmed; when and how
o Initial abatement measures and site characterization o Free product removal
o Soil or ground water contamination o Corrective action plan submitted
o Remediation ongoing 0 Remediation completed, no further actipn; date(s)
Notes: ~ '
Page 10of 7 Init/Date ) | z 11/04/2010




Foso it Cod L | EGoS
VI. Tank Information Tank No.
LW SN - e}
Tank presently in use {28 —1—
If not, date last used (see Section XII)
If cmpty, verify 1" or less left (see Section XI)
Capacity of Tank (gal) 1 N R |
Substance Stored GAS D LAl g ey
M/Y TankGnstalled¥ Upgraded L s S———
Tank Construciion : \;‘, Ll
Bare steel, Sti-P3, Retrofitted sacrificial anode, = L, RCS—— F
Impressed Current, Composite, FRP, Interior lining, i
Vaulted. Double-walled (DW)
e 7 <ot
Spill Prevention SV PUCKSTE - >
= %
Overfill Prevention (specify type) NS S il
Special QQQ@!ZG@QH' N ——————— e
Compartmentalized , Manifolded -
VIL. _ Piping Information
": £ al % il & RSN S ———
| Piping Type - Pressure, Suction Flee S Sy ics- o
Piping Construction: .:}"‘:_ ﬂ o _—
Bare steel, Sacrificial Anode, Impressed Current, Flex, f o e AT Ssamey M
FRP, Double-walled (DW) i L ic
Tank and Piping Notes:
Ao Vedt SieAlsn 87 JrikBin fulSuesnian pey cCE(S
s KSC»};W S oee AT (hEAS \a,
4 "p = n'i' A % ‘l
Tg/;: ta. % ( e ndd IS J
Y pusiPilL plrusaTront -
VIIL, Cathodic Protection NAT
Integrity Assessment conducted prior to upgrade
| Interior Liping:  Interior lining inspected
Impressed Current | CP Test records
Rectifier inspection records
| Socrifeglnode;  CP strecords .
CP Notes:
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1=t Zad2- | Faoe
Tank No. e Ceo FCE3
IX. UST system used solely by Emergency Afs L :
Power Generator
X. Release Detection N/Ag
Tank RD Methods. | ATG (23 Y L5 roje———ri?
Interstitial Monitoring
Groundwater Monitoring
Vapor Monitoring
Inventory Control w/ TTT
Manual Tank Gauging
Manual Tank Gauging w/ TTT
SIR
ry *

2 Months — (Must Make Available Last 12 Months \Jo b el B

| ionioring Racgrd, For Complianco)

Tank RD Notes: (Statc What Months Records Were Available, Describe Any Failures and Describe What Investigation Opfurred Due to Failure)
Z favtess Al ) in Pilevous TS o fAudfrae e
S8 T3 CEd TRmg s 250 2] .

= T s sy e T -9 R S o
UL (TLIY

Pressurized Piping RD Methods NA g

Interstitial Monitoring

Groundwater Monitoring

Vapor Monitoring

SR
12 Months
Monitoring Records

Annual Line Tightness Test

6.5 et
ALLD Present
\ S g [EESUS.AS L =
Annual Test
iping RD) Nofes: Vhat Months Records Were Avallable, Describe Any Failurcs and Describe What lnvestigaton [Jccurred Due (0 Failure)
T (S e el poisd s ALl b3 g2 o SRR 32 J/
- 'T’, ;.z:'f:/’_‘ A5 . ol
THYT AT < L 2,02
b ; ; ARl N P i A e
\
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XI. Repairs NAa

Repaired tanks and piping are tightness tested within 30 days of repair completion Yo No Unknowno
CP systems are tested/inspected within 6 months of repair of any cathodically protected UST system Yo No Unknowno
Records of repairs are maintained Yo No Upknownno
e ——— = e ———
X1I. Temporary Closure NAD.
CP continues to be maintained Yo No Unkeowno
UST system contains product and release detection is performed Yo Na Unknowno
Cap and secure all lines, pumps, manways Yo Nao Unknowno
Notes: -
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THE UNITED STATES ENVIRONMENTAL PROTECTION AGENCY (EPA) REGI)

(0 S7a, PROGRAM ) ]
o @ Ground Water Compliance Section
x a . "*‘i ‘., New York, NY 10007-1866

Inspector Observation Report
Inspection of Underground Storage Tanks (USTSs)

N2U

o No violations observed at the conclusion of this inspection.

a The above named facility was inspected by a duly authorized representative of EPA Region 2, and the
observations and/or recommended corrective action(s):

following are the inspector's

Violations Observed:

Regulatory Citation Violation Description

§ 2.30.45 Frvis & MLIANDAUN Rees@Bd SF Raecirge || pedesson
§ Mo T (LN G

§

§ 25,20 (e n:‘ Lo ih. e Use e ovel$toe (U suTan By sfem
§

§

§

§

Actlons Taken:

o1 Field Citation; # o Additional information required o On-site request/Due date

Comments/Recommendations:

Plosd 2N S Anes 3 C 58y % im
~ § 'LO (98 TAY Sl S {1 Vo g s V= :': fZIl—rd~_ r S L lé e
DETReFION Koty
e TeElaFleamion 0F OVSETve T CRTSNTa W guglie
=N [\ - ) i - -
Name of Owner/Operator Representative: Name of EPA Inspectorirepresentative
. / \ o220 A ‘ - ;
> VG e A i Bl s Y il {\:_,\._, K LT
{Please pring < {Please grint)
~:i»_ ,,' W’ : ) {
v"ﬁ’ g S % - '
N X Nodeted o AN { ety
(Signature) I |{Signature)
N
Other Participanli:
(Credential| Numbdr)
Date of Inspection_~ |+, Time | - 7S AMPM
Page 50f 7 mivate ) F 49/ 7/ o+ 11/04/2010




SITE DRAWING

DATE: _/ 2 ,/3*3’/1 3 TIMEONSITE: {2/ 3 A/ TIME OFF SITE: /07 <G A 3
WEATHER: 70 ° + ovellease

ENVIRONMENTALLY SENSITIVEAREA: Yo Ner”

If“Yes”, please describe: _
i
|
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i
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Required Fields to be used for ICIS Only

Compliance Monitoring

Activity: UST Inspection

Inspection Conclusion Data Sheet

1) Did you observe deficiencies (preferred violations) during the on-site inspection? \7' id
Deficiencies observed: (Put an X for each observed deficiency)

____Potential failure to oorﬁplete or submit a notification, report, certification, or manifest

_fé_ Potential failure to follow or develop a required management practice or procedure
____Potential failure to maintain a record or failure to disclose a document

_ Potential failure to maintain/inspect/repair meters, sensors, and recording equipment

___Potential failure to report regulated events, such as spills, accidents, etc.

. 2) If you observed deficiencies, did you communicate the deficiencies to the Facility during the 11[

3) Did you observe the Facility take any actions during the inspection to address the deficie
(D) wie~ FalARE ovsdall Prsul

)

If yes, what actions were taken?

‘ \
4) Did you provide general Compliance Assistance in accordance with the policy on the rolg
In providing Compliance Assistance during Inspections? (Yes) No

i

i
5) Did you provide site-specific Compliance Assistance in accordance with the ;iolicy on the

providing Compliance Assistance during the inspection? Yes/ No

s —

{
1}

v
AT TA

5 MR ek
abpeld 3 Leeaid o
(oS> ose A i
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Release Prevention Compliance Measures Matrix

: ’. |Rngul:tory Subject Aren

Measure #

SOC Measure / Federal Citation

In Compliance? I

N/A

Y

N

|

I. Spill Prevention

Spill prevention device is present and functional. [280.20(c)(1)(i), 280.21(d)]

7

II. Overfill Prevention

Overfill prevention device is present and operational. [280.20(c)(1)(ii), 280.21(d)]

1 Automatic shutoff is operational (ie., device not tampered with or inoperable )
1280.20(c)(1)(ii)(A), 280.21(d)]

[ Alarm is operational. [280.20(c)(1) (ii)(B), 280.21(d)]

a A_larm is andible or visible to delivery driver. [280.20(c)(1) (ii)(B), 280.21(d)]

CJ Ball float is operational. [280.20(c)(1)(ii)(B), 280.21(d)]

Il a. Operation and
Maintenance

Repaired tanks and piping were tightness tested within 30 days of repair completion (not
required w/internal inspections or if monthly monitoring is in use). [280.33(d)]

I b. Operation and
Maintenance of
Corrosion Protection

CP systems were tested/inspected within 6 months of repair of any cathodically protected UST
system. [280.33(e))

Corrosion protection system is properly operated and maintained to provide continuouns
protection. [280.31(a)(b), 280.70(a)]

[ UST system (Choose one)
() UST in operation
{0 UST in temporary closure
CJ CP System is properly operated and maintained
O ce system is performing adequately based on results of testing. [280.31(b)]; - or -

dcre system tested within required period and operator is conducting or has completed
appropriate repair in response to test results reflecting CP system not providing
adequate protection,

9/30/03
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Regulatory Subject Area

Release Prevention Compliance Measures Matrix

Measure # SOC Measure / Federal Citation In Complianee?
NAL Y N
111 b. Operation and 6 UST systems with impressed current cathodic protection are inspected every 60 days. [280.31(c)] Ve
Maintenance of . 2
Corrosion Protection 7 Lined tanks are inspected periodically and lining is in compliance. [280.21(b)(1)(ii)]
(Continued) 4
IV —Tapkand Piping R : i
Corrosion Protection [280. 20(a), 280 20(b), 280. 21(b), 280.21(c)] v 4

L) Buried metal piping components (such as swing joints, flex-connector, etc.) are isolated from
the soil or cathodically protected.

For new USTs - tanks and piping installed after 12/22/88 [280.20(a), 280.20(b)]:

L] Steel tank or piping is coated with suitable dielectric material and cathodically protected.
[280.20(a)(2), 280.20(b)2)]

Tank is fiberglass, clad, or jacketed and piping is fiberglass or flexible plastic. [280.20(a)(1),
280.20(a)(3), 280.20(a)(5), 280.20(b)(1), 280.20(b)(4)]

] Records are available to document that CP is not necessary. [280.20(a)(4)(ii),
280.20(b)(3)(i]

For existing USTs - tanks and piping installed on or before 12/22/88 [280.21(b), 280.21(¢)]: a
Tank and piping meet new UST requirements [280.21(a)(1)]
() Steel tank is internally lined. [280.21 (b)]

[ Metal tank and piping are cathodically protected. [280.21(b)(2), 280.21(c)]

Notes: N/A - Indicates that the measure is not applicable.

Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Prevention Compliance Measures. In

order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03
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Release Detection Compliance Measures Matrix

Instructions ~ To Determine Compliance Status of Measures #1-7,

Work Through the Worksheet “Commonly Used Release Detection Methods” Below.

O Inventory control is conducted properly.
0O T.T.T. performed as required (See “D™ below).

day and reconciled as required. [280.43(a)(1). 280.43(a)(3)]
Q Equipment is capable of 1/8-inch measurement. [280.43(a)(2)]

[280.43(a)(5)]
QO Water is monitored at least monthly. [280.43(a)6)]

Q Inventory volume measurements for inputs, withdrawals, and remaining amounts are recorded cach operating

QO Product dispensing is metered and recorded within local standards for meter calibration to required accuracy.

Regulatory Subject Area Measure SOC Measure/ Federal Citation & 0 an
# N/A 4 N
I. Release Detection Method 1 Release detection method is present. [280.40(a)] W
Presence and Performance 2 Release detection system is operating properly (i.e., able to detect a release from any portion
Requirements of the system that routinely contains product). [(280.40(a)(1)] e
3 Release detection system meets the performance standards at 280.43 or 280.44,
[(280.40(2)(3)] v’
4 Implementing agency has been notified of suspected release as required. [(280.40(b)] v
() Non-passing results reported and resolved in accordance with implementing agency’s
directions. [280.40(b)]
II. Release Detection Testing 5 Tanks and piping are monitored monthly for releases and records are available (must have
records for the two most recent consecutive months and for 8 months of the last 12 months). l//
[280.41(a), and 280.45(b)]
IIL. Hazardous Substance UST 6 Hazardous substance UST system leak detection meets the requirements (i.e., either
Systems secondarily contained or otherwise approved by the implementing agency). [280.42(b)] v
IV, Temporary Closure 7 Release detection requirements are complied with (i.e., method present, operational,
releases investigated and reported as required) for UST systems containing produect. /
[280.70(a)]
L Worksheet - Commonly Used Release Detection Methods I
=R Sutac I
Tank Pressurize Non-exempt Release Detection Method
d Pipe Saction
(Choose one) (Choose Two) Pipe
(Chooss one)
(W A. Inventory Control with Tank Tightness Testing (T.T.T)

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

Tank

L (Choose one¢)

Pressurize
d Pipe

(Choose Two)

Non-exempt

Suction
Pipe

Release Detection Method

welChiR0IE 21,

D s

B. Aufomatic Tank Gauge (ATG)
Q0 ATG is set up properly. [280.40(a)(2)]

W’ ATG can detect a 0.2 gal/hr leak rate from any portion of the tank routinely containing product. [280.43(@(NTQ
. ATG is checking portion of tank that routinely contains product. [280.40(a)(1)]

C. Manual Tank Gauging (MTG)
O Tank size is appropriate for using MTG. [280.43(b)(5)]
@  Tanks 1001 gals (as per EPA memo) and greater restricted to use with T.T.T. (See “D” below) O
Method is being conducted correctly. [280.43(b)(4)]
O No liquid was added to or taken out of the tank during the test. [280.43(b)(1)] Q
Equipment is capable of 1/8-inch measurement. [280.43(b)(3)]

D. Tightness Testing (Safe Suction piping does not require testing)
QO Testing method is capable of detecting a 0.1 gal/hr leak rate from any portion of tank routinely containing product.
[280.43(c)]
Tightness testing is conducted within specified time frames for method:

Q Tanks - every 5 years [280.41(a)(1)]
E(‘Pressurized Piping - annually [280.41(b)(1)(ii)]
O Non-exempt suction piping - every 3 years [280.41(b)(2)]

O Tightness testing is conducted following manufacturer’s instructions. [280.40(a)(3)]

E. Ground Water or Vapor Monitoring
Q@ Ground water in the monitoring well is never more than 20 feet from the ground surface. [280.43(H)(2)] O
Vapor monitoring well is not affected by high ground water. [280.43(e)(3)]
O Site assessment has been done for vapor or ground water monitoring. [280.43(e)(6), 280.43(H(7)] Q
Wells are properly designed and positioned. [280.43(e)(6), 280.43(H)(7)]

F. Interstitial Monitoring
O Secondary containment can be used to detect a release [280.43(g)1)], 280.43(g)(2)]

Q Sensor properly positioned. [280.40(a}(2)]

9/30/03
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Release Detection Compliance Measures Matrix

Worksheet (Continued) - Commonly Used Release Detection Methods

Tank Pressurize Non-exempt Release Detection Method
d Pipe Suction
(Choose one) (Choore Two) Pipe
5 (Choose one)
E[ G. Automatic Line Leak Detector (ALLD)
yLLU is present and operational, [280,44(a)]
Annual function test of the ALLD has been conducted and records are available. [280.44(a)]
] (] Q H. Other Methods [e.g., Statistical Inventory Reconciliation (S.LR.)|

Q The method can detect a 0.2 gal/hr leak rate or a release of 150 gal within a month and meet the 95/5 tequirement
[280.43(h)(1)]; or

Q The implementing agency has approved the method as being as effective as tank tightness testing, automatic tank
gauging, vapor monitoring, ground water monitoring, or interstitial monitoring and the operator complics with any
conditions imposed by agency. [280.43(h)(2)]

0 S.LR. - Results are received within time frame established by implementing agency. [280.41(a) & 280.43(h)]

Notes:»N/A - Indicates that the measure is not applicable. .
Any mark in the “N” (No) column means that the facility is not in Significant Operational Compliance (SOC) with Release Detection Compliance

Measures.

In order for a compliance measure to be in SOC, all applicable check-box items must be in compliance.

9/30/03
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